1924 PINNACLE DR.

) &
Certificate of Calibration & Compliance For: NV[L &
ACCURATE CALIB. & REPAIR SERV., INC

GeoCorp, inc. AURORA, IL 60502 CALIBRATION
www,geocorplne,com NVLAP LAB CODE: 200496-0
9010 Rivar Road + Huron, Ohio 44839 NVLAPIs 8 LS, Govommani antly
P: 419-433-1101 F: 419-433-1102 adminfstered by the NIST, an agency
47026 Accredited Lab ol the Deparitent of Commorce.
Calibration # BC93I56 Temperature Readlng Correction AVG.,
|Degree: °|F Point FRONT BACK' | FRONT | BACK CORRECTION
32 32.1 32.1 -0.1 -0.1 -0.1
P.O. #: 2236 200 2004 200.4 -0.4 -0.4 -0.4
400 401.0 401.0 -1.0 -1.0 -1.0
Description: [Thermocoupis 600 600.5 600.5 -0.5 -0.5 -0.5
Type: K 800 801.0 800.9 -1.0 -0.8 1.0
2 EA, 1-40K1U3 1000 1001.7 1001.6 -1.7 -1.6 -1.7
3 EA. 1-50K1U3 1200 1202.1 1202.0° -2.1 -2.0 -2.1
4 EA, 1-60K1U3 1400 1402.4 1402.3 -2.4 -2.3 -2.4
16 EA. 1-80K1U3 1600 1602.6 1602.6 -2.6 -2.6 -2.8
15 EA. 1-100K1U3 1800 1802.4 1802.3 -2.4 -2.3 -2.4
3 EA. 1-105K1U3 2000 2001.7 2001.6 -1.7 -1.6 -1.7
7 EA. 1-120K1U3 2200 2200.9 2200.8 -0.9 -0.8 -0.9
5 EA. 1-130K1U3 2300 2300.56 2300.4 -0.5 -0.4 -0.6
Spool Length: 11801'
Spool # MG24086C
Test Date: 107112022
Joh #: 265669
This ltem meets ASTM E230 Speclal Limits I Standard Limits gl New Callbratlon [C)  Recalibration
BAC 5621 M, Table V +/- 2.0 °F {+/- 1.1 °C) to 1000 °F, +/- 0.4% above ’ L1 AMS 2750 G Nobls Metal +/- 4.0 °F { +/- 0.6 "C) or +/-0.1
BAC 5621 M, Table V, FL4 +/-2.0 °F (+/- 1.1 °C) or +/- 0.4% AMS 2750 G Base Metal +/- 2,0 °F (+/- 1.1 °C) or +/- 0.4%

The calibrated equipment used for this teal, listed below, Is mainlalned in accordance with AMS 27506, BAG 5621M (no PSD's),
ANSI/NCSL 2540-3, ISO 10012, ISO/IEC 17025, RRP 54000 , PWA (F-40). Measurament results are traceable 1o standards maintained
at the NIST. Test methods are per ASTM E220-19, ASTM E230/E230M-17, GEOCORP_QW-001-P, ASTM E29

NIST SENSOR: 0000035278 Primary Sensor: A-4438 Primary Inst: Kelthlay 2701 Hunfidity: 40% Nominal
Calibrated: 4/22/2022 Calilbrated: 7/20/2022 * 8fN; 1212892 Amblant Temp T72°F
Due: 4/22/2023 Due: 7/20/2023 Calibrated: 7/1/2022 Immersion Dopth: 24"
Type: S Type: S Due: 7/1/2023 tech: BW by: LH
Issue Date: 10/6/20622

Eslimated uncertalnty, k=2, 95 %

Thermocouple Type-K: -196 *Clo <0 “C= 0,71 °C; 0 *Clo 1093 = 0,89'C;>1083*Clo 1344 °C = 1.90°C
OR -321 *F10 < 32*F = 1.28°F, 32 °F 10 1999 °F = 1,60 °F, > 1999 °F lo 2451 *F = 342°F

Thermacouple Type- N:-198 *Clo<0*C= 0.71°C; 0°Clo 1093 = 0.89°C; >1093°C o 1300 °C = 1.90'C
OR -321 *Flo <32 °F = 1.28 *F, 32 *F 40 1999 °F = 1.60 *F, > 1393 °F to 2372 'F = 342°F :
Thermogcouple Type~): -196 °Clo <0*C=0.70°C; 0 *C o 760 °C = 0.88°C

OR-321 *Flo < 32°F=1.26"F; 32°F 101400 *F = 1.58 °F APPROVED SIGNATORY
Type:
K Thermocouple
GRAPH DATA : VARIATION FROM TRUE TEMPERATURE
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QF-022AW This report shall not be reproduced except In ful, without wiitten approval of GEOCORP, Inc. This report applies only lo tha descripbon and quantity Fisled above, .
and may not be used o claim productendorsemant by NVLAP of any agency of the ULS. government.

GeoCorp, inc. utlizes a simpls decision ruls Unless otherwise spacilied, uncenainties arg not lncluded In the Pass/Fal delamination. ploft Rev.0
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